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Model:
C.V.12vDC/16 W

Light color(s):

Series:
Power Supplies

Light distribution:

Reference(s): Luminous power (typ.):

#6016 --

Dimensions: IP code (IEC 60529):

200 x 30 x 23 mm IP 66

Color(s): Material(s):

White

Safety class (IEC 60417): Connection:

Class Il In + Out 30 cm flex 0.75 mm? (~ AWG 18)

Electrical data:
In: 200-264 VAC (50-60 Hz)
Out: 12 VDC +/- 3% / 16 W

Working temperature: -30---70°C
Storage temperature: -40---90°C

Usage:
LED-lighting indoor / outdoor

Remarks:

Protection against Short circuit,

Overload (105%),

Over voltage (115%~135% r. output Voltage),
Over temperature.

Efficacy: ~78%

Safety standards:

EN61347-1, EN61347-2, EN60950-1,

EMC: EN55022 class B, EN61000-3-2 class A,
EN61000-3-3, EN61000-4-2,3,4,5,6,8,11

Accessories:
Triple Connector # 7027

Installation:
Allow free air convection

Revision: 10.19

Disclaimer: Technical data are subject to modification and delivery subject to availability. Any liability for the completeness, topicality and correctness of the data
and illustrations shall be excluded. Designations may be trademarks and/or subject to copyrights of the respective manufacturer, the use of which by third parties
for their own purposes may infringe the rights of such owner. All rights reserved by CHAMP Licht Rolf Winter, 83278 Traunstein, Germany.
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Modell: Lichtfarbe:
C.V.12vDC/16 W -

Serie: Lichtverteilung:

Netzteile --

Artikelnummer: Lichtstarke (typ.):

#6016 --

Abmessungen: IP Code (IEC 60529):

200 x 30 x 23 mm IP66

Farbe: Material:

Weiss

Schutzklasse (IEC 60417): Anschluss:

Ein- und Ausgang Litzen 30 cm / 0,75 mm3.

Elektrische Daten:

Arbeitstemperaturen: -30°---70°C

Fir LED-Beleuchtungen Innen oder Aussen bis
16 W.

Eingang: 200-264 VAC (50-60 Hz) Lagertemperaturen: -40°---90°C
Ausgang: 12 VDC +/- 3% / 16W
Anwendung: Bemerkungen:

Schutz gegen Kurzschluss, Uberlastung (105%),
Uberspannung (115%~135% r. Ausgangsspan-
nung), Uberhitzung.

Wirkungsgrad: ~78%.

Prifzeichen:

EN61347-1, EN61347-2, EN60950-1,

EMC: EN55022 class B, EN61000-3-2 class A,
EN61000-3-3, EN61000-4-2,3,4,5,6,8,11

Zubehor:
Triple Connector # 7027

Installation:
Freie Luftzirkulation zulassen.

Ausgabe: 10.19

Technische Anderungen und Irrtum vorbehalten. Eine Haftung fiir die Vollstandigkeit, Aktualitat und Richtigkeit der Daten und Abbildungen ist ausgeschlossen.
Bezeichnungen sind mdglicherweise Marken und / oder unterliegen dem Urheberrecht des jeweiligen Herstellers, deren Verwendung durch Dritte fiir eigene
Zwecke die Rechte dieses Eigentlimers verletzen kann. Alle Rechte vorbehalten bei CHAMP Licht Rolf Winter, 83278 Traunstein, Deutschland.




