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Series:
In-ground lamps

Light color(s):
warm white, cool white.
Blue, green, yellow, red on request.

Model(s): Light distribution:

LED-Disc # 4240 diffuse

Reference(s): Luminous power (typ.):

4240 ww 5 cd/ cw 6.3 cd (blue 0.9 cd/
green 3.5 cd/ yellow 1.6 cd/ red 1.6 cd)

Dimensions: IP code (IEC 60529):

@18 mm x 8 mm IP 67

Color(s): Material(s):

transparent / white Polycarbonate

Safety class (IEC 60417): Connection:

11 Strands 1 m

Electrical data:
12V DC04W

Operating temperature: -40...55°C
Storage temperature: -40...90 °C

Usage:
Decorative LED lamp for recess installation into the
floor, ceiling, wall or tiles, stairs etc.

Remarks:
Waterproof and weather-resisting, therefore suitable
for indoor and outdoor use.

Description:

High performance LEDs cast into a waterproof
polycarbonate case.

Smaller than a 10 Euro cent coin. Only requires an
installation depth of 8 mm (+ thickness of strands).

Accessories:
Power supplies # 6008...6102
Silicone # 7310

Installation:

The LED-Disc is simply glued into a hole of approx. 17 mm in any material. For flush installation the
drilled hole should be countersunk to ensure that the rim of the housing also fits into the hole.
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