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Series: Light color(s):
Steplite® warm white, neutral white
Model(s): Light distribution:
Steplite Alu Fiber-LED viewing angle approx. 160°
Reference(s): Luminous power (typ.):
1042 | 1045 | 1049 _
Dimensions: IP code (IEC 60529):
Width 50 mm, support 35 mm, height 22 mm. IP 66
Lengths up to 100/ 150 / 200 cm
Color(s): Material(s):
anodized in silver aluminum, polycarbonate, optical fiber, LEDs,
Safety class (EC 60417): Connection:
1l Strand lengths 1x 1 m
Electrical data: Operating temperature: -40°...55°C
12VDC /0.6 W Storage temperature: -40°...100°C
Usage: Remarks:
lllumination of stairs and steps with a strip of light having a|The brightness is sufficient o be seen in dim areas.
viewing angle of about 160°, therefore the light is also For technical reasons, no light is emitted for
seen from above, already 1-2 m before reaching the approx. 5 cm at both ends (covered in silver).
steps.
Description: Accessories:
Steplite with fiber optics and high-performance LEDs, the- |Power supplies
refore maintenance-free. Linear radiation of light over the
entire length.

Installation:

Steplites are supplied without pre-drilled holes.

The guide line on the underneath allows the screws to be drilled exactly in the middle at the desired fixing
points. The spacing of the screws depends on the subfloor, but screws are most frequently chosen every 20
cm roughly.

The light tfube is made of UV-stabilized and unbreakable polycarbonate. Waterproof gluing, therefore also
suitable for outdoor use.
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